2=/t Product Information

CEE Industrial Plugs and Connectors, DIN 49 463 K

Cast Aluminum Clad, Waterproof §§ 125 Amp- @ 0_“')
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Ratings, Description ICatalog No. Plugs | Catalog No. Connectors

Cable Entry PG 42: Plugs Type GWS: Connectors Type GWK:

125A, 220-240V, 3P +E, Blue 412509420 - GWS 4125/9h 412509421 - GWK 4125/9h
125A, 380-415V, 3P +E, Red 412506420 - GWS 4125/6h 412506421 - GWK 4125/6h
125A, 500V, 3P +E, Black 412507420 - GWS 4125/7h 412507421 - GWK 4125/7h
125A, 220-240V, 3P + N+E, Blue 512509420 - GWS 5125/9h 512509421 - GWK 5125/9h
125A, 380-415V, 3P+ N+E, Red 512506420 - GWS 5125/6h 512506421 - GWK 5125/6h
Cable Entry PG 48: Plugs Type GWS: Connectors Type GWK:

125A, 220-240V, 3P +E, Blue 412509480 - GWS 4125/9h 412509481 - GWK 4125/9h
125A, 380-415V, 3P +E, Red 412506480 - GWS 4125/6h 412506481 - GWK 4125/6h
125A, 500V, 3P +E, Black 412507480 - GWS 4125/7h 412507481 - GWK 4125/7h




