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CUSTOMIZED SOLUTIONS

DTP models can be equipped with customized cassettes and
many other add-ons such as a double pyrometer option to
allow for easier adjustment. With a master pyrometer option
on both cassettes you can reach even the most awkward po-
sitions on the outside and inside of the car. Another option is
the possibility to restart the laser to make sure the mobile is
still in correct position in case of disturbances.

DTP dryer cassette Drying surface No.of No.of Power
(I x h) =cassette casset- lamps (kW)
size tes
IRT 4 HI-BAKE 300 x 300 mm 1 3 3
IRT 424 DTP 4-1 400 x 300 mm 1 2 4
IRT 424 DTP 4-2 1000 x 300 mm 2 4 8
IRT 425 DTP 4-1 500 x 300 mm 1 2 4
IRT 425 DTP 4-2 1200 x 300 mm 2 4 8
IRT 428 DTP 4-1 800 x 300 mm 1 2 6
IRT 428 DTP 4-2 1800 x 300 mm 2 4 12
IRT 464 DTP 4-1 (6 kW) 600 x 600 mm 1 6 6
IRT 464 DTP 4-1 (10 kW) 600 x 600 mm 1 6 10
IRT464 DTP 4-2(12kW) 1200 x 600 mm 2 12 12 IRT4 H('BAKE , .
Hi-Bake is a manual alternative to the DTP model, with 50%
IRT 464 DTP 4-2 (20 kW) 1200 x 600 mm 2 12 20

flash-off, 100% fullbake.
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