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FIRST | GENERAL CATALOG

Travel -

X-Axis 400 mm (15.7")
Y-Axis 350 mm (13.7")
Z-Axis 270 mm (10.6") / 330 mm (12.9") / 350 mm (13.7")
Table size 600 mm x 380 mm (23.6" x 14.9")
Type of tool shank BT30 / BT40 (Op) BBT (Op)
Max. spindle speed 10,000/ 12,000 or 15,000 (Op)
Spindle motor 5.5/ 7.5 kw
Tool storage capacity 16T
Machine height 2878 mm (113.3")
Floor space 1465 mm x 3441 mm (57.6" x 135.4")
weight 5370 kg (11840 Ibs)
/5 vis (option) | e
Max. rotate dimensions 400 mm
Rotary table dimensions 300 mm x 300 mm
Max. table loading capacity 50 KG
Weight 350 KG
Rotate Angle Rotary Axis 360° / Tilt Axis =120°
Min. unit 0.001° /0.001°
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VTI8

Machine Specification

X-Axis 450 mm (17.71")
Y-Axis 300 mm (11.81")
Z-Axis 14T - 360mm (14.17")

20T : 385mm (15.15") / 485mm (19.09") (Option)
Table size 500 mm x 350 mm (19.68 —13.77")
Type of tool shank BT 30/ DIN 30
Max. spindle speed FANUC : 10000/ 15000 rpm(Option: CTS)
Spindle motor FANUC - B83-10000i/ aT2-15000i rpm
Tool storage capacity 14T 20T (Option)
Machine height 2145 mm (84.4")
Floor space 1500 x 2159 mm (59" x 85")
weight 2600 kgs (5320 Lbs)

Machine Specification

X-Axis 700 mm (27.5")

Y-Axis 400 mm (15.7")

Z-Axis 550 mm (21.6") / 650 mm (25.5") (Option)
Table size 800 mm x 400 mm (31.5 —15.7")
Type of tool shank BT 40 / CAT 40/ DIN 69871A

Max. spindle speed 10000 rpm / 12000 or 15000 rpm (Option)
Spindle motor 7.5/711 kw
Tool storage capacity 24T

Machine height 2770mm
Floor space 1900 x 2284 mm (74.8" x 89.92")
weight 3690kg (8133lbs)
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Machine Specification

Travel -

X-Axis 610 mm (24")

Y-Axis 355mm (14")

Z-Axis 460 mm (18.1")

Table size 700 X 350mm (27.6 X 13.8")

Type of tool shank BT 40 / CAT 40/ DIN 69871A

Max. spindle speed 8,000 rpm / 10,000 rpm (Op)
Spindle motor 7.5/11 kw

Tool storage capacity 10 tools 16 tools (Op) 24 tools (Op)
Machine height 2,400 mm (94.5")

Floor space 1,850 mm (72.8")(W) X 1,825 mm (71.9")(D)

weight

2,500 kgs (5500Lbs)
— :

f.i'g‘atlon o -

Travel _- s

X-Axis 1,020 mm (40.2")

Y-Axis 510 mm (20")

Z-Axis 510 mm (20")

Table size 1150 X 500 mm (45.3X19.7")

Type of tool shank BT 40 / CAT 40 / DIN 69871A

Max. spindle speed 8,000 rpm / 10,000 (Op)

Spindle motor 11 /15 kW

Tool storage capacity 24 Tools

Machine height 2,685 mm (105.7")

Floor space 3,630mm (142.9")(W) X 2,565 mm (101")(D)
weight 5,000 kgs (11000Lbs)

Machine Specification

Travel -

X-Axis 1,700 mm (43.3")

Y-Axis 600 mm (23.6")

Z-Axis 560 mm (22.0")

Table size 1300 X 600 mm (51.1X23.6")

Type of tool shank 1SO40 (BT / CAT/DIN 69871A)  1SO50 (BT / CAT/ DIN 69871A)

Max. spindle speed 8,000 rpm / 10,000 rpm (Op) 6,000 rpm / 8,000 rpm (Op)

Spindle motor 7.5/11 kW / 11/15kW (Op) 15/18.5 kW / 22/26kW (Op) *
Tool storage capacity 20T/ 24 or 32 or 40T(Op) 24T/ 30T/ 40T (Op) .
Machine height 2,600 mm(102.3") 2,900 mm(114.7")

Floor space 2,920 X2,190 mm(115X86.2")

weight 7,400 kgs(16280Lbs) 7,700 kgs(16940Lbs)
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Machine Specification

X-Axis

Y-Axis

Z-Axis

Table size

Type of tool shank
Max. spindle speed

Spindle motor

Tool storage capacity

Machine height
Floor space

weight

1,700 mm (43.3")
600 mm (23.6")
510 mm ( 20.1 ")
1,300 X 600 mm (51.2 X 23.6")
BT 40/ CAT 40/ DIN 69871A BT50 / CAT50/ DIN69871A

10,000/ 15,000 or 20,000 rpm (Op) 6,000/ 8,000 rpm (Op)

11/15 KW/ 7.5/11kW 15/18.5kW / 22/26kW (Op)
or 15/18.5kW (Op)"

24Tools / 32 or 40 or 60 Tools (Op) 24Tools / 30 or 40Tools (Op)

2,920 mm (115.0")
4,395 mm (173.0") (W) X 2,250 mm ( 88.6 " )(D)
8,500 kgs ( 18700 Lbs)

MCVI600

Machine Specification

X-Axis

Y-Axis

Z-Axis

Table size

Type of tool shank
Max. spindle speed
Spindle motor

Tool storage capacity
Machine height

Floor space

weight

1600 mm (62.99")
760 mm (29.92")
680 mm (26.77")
1800 mm x 700 mm (70.86 —27.55")
BT 40/ CAT 40/ DIN 69871A BT 50 / CAT 50/ DIN 69871A
8000/ 10000 or 15000rpm (Op) 6000 /8000 rpm (Op)
Alpha 12-7000i 11/15 Kw Alpha 15-7000i 15/18.5 Kw
24/32 0r40T (Op) 24/300r 40T (Op)
2940 mm (115.75")
4000 mm x 2750 mm (157.5 "x 108.26")
12040 kgs (5461 Lbs) 12400 kgs (5625 Lbs)
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Machine Specification

X-Axis 2050 mm (80.7")

Y-Axis 1150 mm (45.27")

Z-Axis 700 mm (27.55")

Table size 2200 mm x 1000 mm (86.61 x 39.37")

Type of tool shank BT 40 / CAT 40 / DIN 69871A BT 50 / CAT 50 / DIN 69871A
Max. spindle speed 10000 rpm / 12000 or 15000 rpm (Op) 10000 rpm

Spindle motor 15/ 18.5KW 22 / 26KW

Tool storage capacity 3481 mm (137")

Machine height 30/40 or 60 T (Op) 90 0r 120 T (Op) 32/400r 60T (Op) 90 or 120 T (Op)
Floor space 5865 x 3474 mm (230.9" x 136.7') 5865 x 3474 mm (230.9" x 136.7) 5865 x 3474 mm (230.9" x 136.7') 6865 x 3474 mm (270.2" x 136.7')
weight 19500 kgs(8845 Lbs) 22942 kgs(10406 Lbs) 22110 kgs(10029 Lbs) 23660 kgs(10732 Lbs)
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LONG CHANG MACHINERY CO.,LTD.

NO.52,CHARN AN EAST ROAD, TAIPING, TAICHUNG, TAIWAN
TEL:886-4-23921001 FAX:886-4-23921037 . 23924222
http://www.first com.tw  E-mail:info@first com.tw
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